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RPM 600 - 3000
WEIGHT 2,8 kg
POWER 1300 W

MOUNTING M14

DISCS 150 - 180 mm

DISK LOCK YES

SPEED CONTROL ELECTRONIC



DP 15050HM

DP 15050HS

NTools nr 150550 NTools nr 150555

HARDNESS hard soft

THICKNESS low profile 10 mm 
(3/8”)

high profile 16 mm 
(5/8”)

DIAMETER 150 mm (6”) 150 mm (6”)

NUMBER OF HOLES in the disk 50 50

NUMBER OF HOLES in the paper Multihole, 6, 9,15 Multihole, 6, 9,15

MOUNTING of the sandpaper Velcro Velcro

VELCRO TYPE J-Hook J-Hook

FIXING SCREW to the machine 5/16” 5/16”

WEIGHT 130 g 130 g

MAX ROTATIONAL SPEED 12000 RPM 12000 RPM

RPM 0 - 12000
AIR CONSUMPTION 481 l/min
POWER 0,28 hp / 209 W

PITCH 2.5 / 5.0 / 8.0 mm

SUCTION YES

DISK MOUNTING 5/16”



TANK CAPACITY 30 L
POWER 1400 W (max 2000 W)
COOLING air circulation

AIR FLOW RATE 45 l/s

VACUUM > 17 kPa

CABLE LENGTH 4,5 m

HOSE DIMENSIONS 32 mm diameter / length of 4 m
ADDITIONAL OPTIONS – wet and dry work

– work with paper filter bag

Check out the full range of tools at  www.ntools.pl 

TANK CAPACITY 36 L
WEIGHT 9,3 kg
POWER 1200 W (max 2000 W)

SUCTION PERFORMANCE 240 m/bar

AIR FLOW RATE 55 l/s

FILTER AREA 0,45 m2

HOSE DIMENSIONS 4 m / 2in1 hose in VC 36EP version



RATIO 7:1
CAPACITY 310 ml cartridges

PATIO 12:1
ROTATING HANDLE Yes / 360º
CAPACITY 310 ml cartridges

RATIO 12:1
ROTATING HANDLE Yes / 360º

CAPACITY 310 ml cartridges 
and 300ml – 600 ml sachets

ADDITIONAL EQUIPMENT piston and squeezing tip for sachets





NTools FDS 1000 NTools FDS 2000 NTools FDS 4000

NTools No. 190279 190280 190282

POWER 1 source 1000W 2 sources each 1000W 4 sources each 1000W 

DRYING SURFACE 400 x 300 mm 800 x 600 mm 1200 x 1000 mm

POWER CONTROL none 10 – 100 [%] 10 – 100 [%]
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RATED VOLTAGE 110-230V AC230V
RATED FREQUENCY 50Hz 
POWER CONSUMPTION 
in idle mode 17W

POWER CONSUMPTION 
in operation mode 80W

DIAMETER OF GLUE CARTRIDGE 11-12 mm

WEIGHT 0,25 kg

CABLE LENGTH 137 cm

SIZE 190x165x29 mm
CLASS OF PROTECTION II

11-12 mm

190x165x29 mm190x165x29 mm

11-12 mm




